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High accuracy is maintained for a
long time by the square narrow
guide used in the knee (vertical
\ clirectinn.)

1.FEATURES

© Ballscrews used in X and Y axes ensure high

accuracy and smooth operation.

Transverse / longitudinal feed device.

Spindle forward / reverse rotation device.

Automatic quill vertical feed device.

Stepless spindle speeds.

Powerful brake for ballscrews.

Dustproof cover at front sliding surface.

Wide transverse knee direction has been achieved

by the rigid square narrow guide used in the vertical

direction.

© The AC motor allows powerful feeds at infinitely
variable speeds and maintenance-free operation
without causing brush wearing

© Inching device for digital reader.

© Centralized lubrication system.
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2.EXCELLENT OPERABILITY

@ Wide working range

o The overram can be moved in the transverse direction
and rotated 360° horizontally to provide an extremely wide
working range.

@ High accuracy, long life

o Both the knee top and column sliding surfaces have
been hardened and ground to protect them from chips
during cutting for prolonged accuracy.

o The spindle uses chrome and molybdenum steel
which has been carburized and ground and then ultrapreci-
sionground on all surfaces such as the taper holes,
bearings, and splines.

o Ultraprecision bearings are built in with extreme care for
high durability and accuracy.

€ Automatic table feed device by AC servo motor

o The table is fed by the high-performance AC servo
motor at infinitely variable speeds between 15 and
1600mm/min to machine any workpieces. Rapid traverse
rate is 3000mm/min.
Errors can be checked by the monitor lamps.

o Combination type.
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% #@ £ XYZ Travel X,Y,Z mm 800x435x420
T | FEEBE (Raxm) Table Working area mm 1200x320
T E (WwxI) T slot mm 16x3
@ 7T — N = Taper — N.S.T No.40
=] L7 g | Vertical Speeds r.p.m 60~3600
U E # indl
4 L1 8 g R | SPINCE Quill travel mm 130
J403%Y /1 [OER Feedrate mm/rev 0.035, 0.07, 0.14
* vy & E Feedrate mm/min 15~1600
XY Table _ XY mm/min 3000
F—TIIEY Rapid
2y@E| [sonz| Feed 50Hz|  mm/min 665
7 Traverse | 7
60Hz 60Hz mm/min 800
A (E1E/&K) Vertical spindle kw 3.7
i B i Horizontal spindle w 5
TE-—44—|1] Hi 1 | Motors Lubrication w 90
XY XY kw 0.85
EYH Feed
VA Z kw 1.5
FEiEN S T—TILEEET Spindle nose to table surface mm 130~ 550
F @ 2 & A E Spindle inclination (right and left) ° 45
S5 L B & % BN OEE BE Transverse travel mm 400
K OFE OE B & E Horizontal swing ° 360
E K #® # B B Max. loading kg 500
wm W X & E E Weight kg 2500
“® =5 bt P =1 Power source capacity KVA 5.5

Lever swich for transverse /

o IRENMNEm(STANDARD ACCESSORY)

BEEBREERE LRV ARLb ITEFHE FO—Aa42TKRILE
Automatic lubrication system, Leveliing bolts, Tool box, Draw bolt

o %FRI{fEm(OPTIONAL ACCESSORY)

TORILKE 2@ 38 200 mm &5, HBEA
Digital reader 2 axis 3 axis, 200mm Riser block, Working lamp



